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SEE DETAIL ON THIS SHEET
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MOUNTING

BOTTOM OF PLATE
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‰" Ø LAMP SOCKET

CAPACITOR

CAPACITOR

#16 AWG TYPE SFF-2 WIRING

STAINLESS STEEL STRAP

RESISTOR AND WIRING
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(FLUSH-MOUNTED SOFFIT LUMINAIRE

EXISTING FLUSH-MOUNTED SOFFIT

Use No. 8 Ø machine screws, lockwashers and

nuts for mounting ballast and terminal strips. nuts for mounting ballast and terminal strips.
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REVISED STANDARD PLAN RSP ES-9F

BLOCKS (Typ)

TERMINAL

LAMP

TOGETHER IN EACH CORNER WITH FOUR SPOTWELDS.

PREFORM TWO SHEETS ˆ" MILD STEEL AS SHOWN, SPOTWELD
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ˆ" THICK

INTERCONNECTING

WIRE WITH RUBBER

GROMMET

•" SLOT

BALLAST

MOUNTING

HOLES
FOR STRAP FOR

FRONT VIEW

TO ACCOMPANY PLANS DATED                

October 19, 2018

DATED MAY 31, 2018 - PAGE 540 OF THE STANDARD PLANS BOOK DATED 2018.
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